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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

► DESCRIPTION:
HPVP Pilot Control Valves are part of the extensive 
range of Hydreco Hydraulics product. 
The range of foot pedal controls supported by a huge 
variety of characteristics, makes it suitable for a wide 
range of applications.
Our engineers can offer special support to optimize 
this product to suit your application.
Key Features:
• Compact and lightweight
• Ports ideally positioned for easy installation
• Simple to mount
• Compatible with a wide range of product
• Operator is protected from high temperature components
• Low hysteresis, high accuracy, pressure control curves
• �Range of operator pedal efforts available
• �Rubber boot protection to prevent contamination and 

to operate in the toughest environmental conditions
• Plunger manufactured from non-corrosion steel
• �End of stoke limited externally to prevent any damage 

to internal components
• �Double lip seal option available for increased 

products life
• Optimized angular movement of foot pedal

Applications:
• Forklift trucks
• Drilling rigs
• Forestry machines
• Cranes
• Material handling

*See others model’s types parts on page 3-4

HPVP/PRSVP Series
Hydraulic Pilot Control

► PERFORMANCE:
Maximum Operating 
Pressure: 

inlet (P port) 725 psi 50 bar

back (T port) 43.5 psi 3 bar

Control Flow range 1.3 to 5.3 gpm 5 to 20 l/min

Maximum Hysteresis ±7.3 psi ±0.5 bar

Service Ports 7/16” UNF 1/4” BSP

Range Temperatures ambient -4 / +130 °F -20 / +54 °C

fluid -4 / +180 °F -20 / +82 °C

Fluid Type mineral oils ISO, HM and HV

Fluid Contamination ISO 4406:1999 class 20/18/15

PARTS
HPVP01S*

HPVP03

HPVP02

HPVP01
Available in side 
and bottom ports
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

COIL VOLTAGE  
(Only for 04 / 05 Model Type)

CODE DESCRIPTION

D12 12 V DC Solenoid

D24 24 V DC Solenoid

COIL CONNECTORS  
(Only for 04 / 05 Model Type)

CODE DESCRIPTION

K1 DIN 43650

K7 DT04-2P ‘Deutsch’

► IDENTIFICATION CODE:

HPVP - 

PRSVP - 

- - - -- - -
MODEL
(HPV)

Hydraulic
Pilot Valve

MODEL (PRSV)
[only for model Type 3]

METERING 
CURVES

See ‘curve ID’ 
in tables on 

pages 6 and 7.

* Only for Model Type 04 / 05

FOOT 
PEDAL

PLUNGER SEAL

CODE DESCRIPTION

SG Standard nbr seal

SK
Double lip seal  
(not available 
on model 01)

RETURN SPRING

CODE DESCRIPTION

1
Medium:  
3.0 to 4.5 daN

2
Heavy:  
7.5 to 13.8 daN

MODEL TYPE

CODE DESCRIPTION

01 Rocker pedal with two pilot spools

02 Twin pedal with two pilot spools

03 Single pedal with one pilot spool

04

Single plastic pedal with  
2 solenoid valves (12 or 24 VDC)*
*04 and 05 models require 
voltage and coil additional code. 
(see the example code below)

05
Single plastic pedal with  
3 solenoid valves (12 or 24 VDC)*

06 Single pedal with dual circuit

07 Single pedal with single circuit

PORTS

CODE DESCRIPTION

Omit for 1/4” BSP

S
9/16”-18 UNF SAE61

¹ Available for  
Model 02 / 06

PORTS POSITION

CODE DESCRIPTION

Omit for Side Ports

/BP
Bottom ports1

¹ Available for  
Model 01 / 07

CODE: Examples

HPVP-01-S-015-SG-1 
Hydraulic pilot valve foot pedal, model style 01, flat pedal, metering curve n. 015, 
standard nbr seal, standard return spring.

HPVP-04-S-015-SG-1-D12-K1 
Hydraulic pilot valve foot pedal, model style 01, flat pedal, metering curve n. 015, 
standard nbr seal, standard return spring, voltage 12 V DC solenoid, DIN 43650

PEDAL STYLE  
[only for 01 model Type]

CODE DESCRIPTION

S Flat pedal

V V-shaped handle

W Without pedal

* *
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

► HYDRAULIC SYMBOLS:

HYDRAULIC SYMBOL (01 MODEL TYPE)

HYDRAULIC SYMBOL (02 MODEL TYPE)

HYDRAULIC SYMBOL (03 MODEL TYPE)

HYDRAULIC SYMBOL (04 MODEL TYPE)

A1

A

U1

U1

U1 U2

P1

P

P

P

P T

T1

T

T

T

B1

B

U2
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

► HYDRAULIC SYMBOLS:

HYDRAULIC SYMBOL (05 MODEL TYPE)

HYDRAULIC SYMBOL (06 MODEL TYPE)

HYDRAULIC SYMBOL (07 MODEL TYPE)

HYDRAULIC SYMBOL (07/BP MODEL TYPE)

U1 U2

SV1

SV2 SV3

U1 U2

U1

U1

U2

P

P P2

P

PP2 P1 T

T

T

T

FWD/LS
BWD

FWD/HS

PM5 PM6
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

► PERFORMANCE DATA:
METERING CURVES - WITH STEP
Tolerance on pressure settings ± 0.5 bar (7.25 psi). 
Other metering curves are available upon request.

CURVE ID
PRESSURE     (bar | psi) STROKE     (mm | in)

A B C D

034 1.0 | 14.5 12.0 | 174.1 1.0 | 0.04 8.5 | 0.33
012 2.0 | 29.0 11.5 | 166.9 1.0 | 0.04 8.5 | 0.33
077 2.0 | 29.0 20.5 | 297.5 1.0 | 0.04 8.5 | 0.33
163 2.0 | 29.0 14.2 | 206.0 1.0 | 0.04 8.5 | 0.33
062 3.2 | 46.4 17.2 | 249.6 1.0 | 0.04 8.5 | 0.33
030 3.4 | 49.3 29.4 | 426.6 1.0 | 0.04 8.5 | 0.33
049 4.3 | 62.4 15.2 | 220.6 1.0 | 0.04 8.5 | 0.33
018 4.9 | 71.1 18.9 | 274.2 1.0 | 0.04 8.5 | 0.33
202 4.9 | 71.1 17.5 | 254.0 2.0 | 0.08 8.5 | 0.33
019 5.0 | 72.5 14.5 | 210.3 1.0 | 0.04 8.5 | 0.33
026 5.0 | 72.5 15.9 | 230.6 1.0 | 0.04 8.5 | 0.33
115 5.8 | 84.1 22.0 | 319.1 1.8 | 0.07 8.5 | 0.33
199 7.2 | 104.4 16.7 | 242.2 1.0 | 0.04 8.5 | 0.33
198 7.6 | 110.2 21.7 | 314.7 1.0 | 0.04 8.5 | 0.33
173 8.0 | 110.0 23.0 | 333.6 1.0 | 0.04 8.5 | 0.33

CURVE ID
PRESSURE     (bar | psi) STROKE     (mm | in)

A B C D

074 3.8 | 55.1 23.7 | 343.7 0.9 | 0.04 9.0 | 0.35
054 4.0 | 58.0 8.0 | 116.0 1.0 | 0.04 9.0 | 0.35
126 4.4 | 63.8 21.6 | 313.3 0.9 | 0.04 9.0 | 0.35
079 5.0 | 72.5 18.0 | 261.1 2.0 | 0.08 9.0 | 0.35
094 5.0 | 72.5 19.87 | 288.2 0.9 | 0.04 9.0 | 0.35
055 5.7 | 82.7 18.7 | 271.2 0.9 | 0.04 9.0 | 0.35
059 8.3 | 120.4 22.5 | 326.3 1.0 | 0.04 9.0 | 0.35

METERING CURVES - WITHOUT STEP
Tolerance on pressure settings ± 0.5 bar (7.25 psi). 
Other metering curves are available upon request.
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

HPVP01S - Flat Rocker Pedal

HPVP01V - V Shaped Rocker Pedal

ORIENTATION OF THE PILOT CONTROL

ORIENTATION OF THE PILOT CONTROL

Pedal Model	 Approx. Weight (kg|lbs)
Model Type 01	 2.350 | 5.18

MOUNTING HOLES

MOUNTING HOLES

ø 9 [0.35] (4 POS.)

ø 9 [0.35] (4 POS.)

160 [6.30]

160 [6.30]

130 [5.12]

130 [5.12]

82 [3.23]

82 [3.23]

260 [10.24]

283 [11.14]

125 [4.92]

125 [4.92]

40 [1.57]

40 [1.57]

T

T

P

P

U2

U2

U1

U1

180 [7.09]

180 [7.09]

80 [3.15]

80 [3.15]

80 [3.15]

80 [3.15]

65 [2.55]

65 2.55]

65 [2.55]

65 2.55]

40
 [1

.5
7]

40
 [1

.5
7]

71
 [2

.8
0]

70
 [2

.7
6]

14
7 

[5
.7

9]

14
7 

[5
.7

9]
60

 [2
.3

6]

60
 [2

.3
6]

30
 [1

.1
8]

30
 [1

.1
8]

13
 [0

.5
1]

13
 [0

.5
1]

3 
[0

.1
2]

3 
[0

.1
2]

40
 [1

.5
7]

40
 [1

.5
7]

n.
4 

ho
le

s
0.

7 
[0

.2
8]

n.
4 

ho
le

s
0.

7 
[0

.2
8]

62
 [2

.4
4]

62
 [2

.4
4]

13°

13°

Dimensions mm [inch]► TECHNICAL DATA: INSTALLATION AND DIMENSIONS
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

HPVP01W - Without Pedal

HPVP01* / BP - Option BP (Bottom Ports)

ORIENTATION OF THE PILOT CONTROL

ORIENTATION OF THE PILOT CONTROL

MOUNTING HOLES

V PEDAL FLAT PEDAL

ø 9 [0.35] (4 POS.)

ø 9 [0.35] (4 POS.)

160 [6.30]

160 [6.30]

80 [3.15]

125 [4.92]

125 [4.92] 125 [4.92]

40 [1.57]

T

P

U2
U1

180 [7.09]

180 [7.09]

82 [3.23]

260 [10.24]

80 [3.15] 80 [3.15]
65 [2.55] 65 [2.55]

40
 [1

.5
7]

40
 [1

.5
7]

14
 [0

.5
5]

14
 [0

.5
5]

40 
[1.57]

27.5 
[1.08]

27.5 
[1.08]

25
[0.98]

40 
[1.57]

14
7 

[5
.7

9]

14
7 

[5
.7

9]

14
7 

[5
.7

9]

60
 [2

.3
6]

30
 [1

.1
8]

13
 [0

.5
1]

3 
[0

.1
2]

9.
6 

[0
.3

8]

3 
[0

.1
2]

3 
[0

.1
2]

40
 [1

.5
7]

71
 [2

.8
0]

n.
4 

ho
le

s
0.

7 
[0

.2
8]

62
 [2

.4
4]

62
 [2

.4
4]

13°

13°

13°

13°

Dimensions mm [inch]► TECHNICAL DATA: INSTALLATION AND DIMENSIONS
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

HPVP02 - Twin Pedal

PRSVP03 - Single Pedal

ORIENTATION OF THE PILOT CONTROL

ORIENTATION OF THE PILOT CONTROL

Pedal Model	 Approx. Weight (kg|lbs)
Model Type 03	 1.050 | 2.31

Pedal Model	 Approx. Weight (kg|lbs)
Model Type 02	 2.400 | 5.28

MOUNTING HOLES

MOUNTING HOLES

ø1
23

 [4
.8

4]
 

ø1
00

 [3
.9

4]
 

ø9
0 

[3
.5

4]
 

ø1
00

 [3
.9

4]
 

57 [2.24]

37 [1.46]

30 [1.18]

183 [7.20]

222 [8.74]
61.5 [2.42]

60 [2.36]

U

U1

U2

P
T

11 [0.43]

30.5 [1.20] 30.5 [1.20]
15 [0.59] 15 [0.59]

45
 [1

.8
1]

ø1
20

 [4
.7

2]
10

0 
[3

.9
4]

58
 [2

.2
8]

15
6 

[6
.1

4]

60
 [2

.3
6]

45
 [1

.7
7]

46
 [1

.8
1]

15
4 

[6
.0

6]

76
 [2

.9
9]

48
 [1

.8
9]

18
 [0

.7
1]

75
 [2

.9
5]

44
 [1

.7
3]

9 
[0

.3
5]

7 
[0

.2
8]

ø12 [0.47] (4 POS.)

ø7 [0.28] (4 POS.)
15

4 
[6

.0
6]

11
2.

5 
[4

.4
3]

20
 [0

.7
9]

46
 [1

.8
1]

18
 [0

.7
1]

18
 [0

.7
1]

(4 POS.)
0.7 [0.28]

n.
4 

ho
le

s
ø 

7 
[0

.2
8]

ø 7 [0.28] (4 POS.)

62
 [2

.4
4]

13°

9°

7°

Dimensions mm [inch]► TECHNICAL DATA: INSTALLATION AND DIMENSIONS
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

HPVP04 - Single Pedal with 2 Solenoid Valves

HPVP05 - Single Pedal with 3 Solenoid Valves

ORIENTATION OF THE PILOT CONTROL

ORIENTATION OF THE PILOT CONTROL

Pedal Model	 Approx. Weight (kg|lbs)
Model Type 04	 2.500 | 7.72

n.
4 

ho
le

s 
ø 

6 
[0

.2
4]

 
n.

4 
ho

le
s 

ø 
6 

[0
.2

4]
 

n.4 holes ø 6 [0.24] 

190 [7.48]

21.5 [0.83]

190 [7.48]

190 [7.48]

53 [2.08]

95 [3.74]

95 [3.74]

120 [4.72]

15 [0.59]

15 [0.59]

31.5 [1.24]

190 [7.48]

190 [7.48]

169 [6.65]

169 [6.65]

38 [1.50]

38 [1.50]

61 [2.40]

61 [2.40]

95 [3.74]

95 [3.74]

22.5 [0.89]

90
 [3

.5
4]

90
 [3

.5
4]19

 [0
.7

4]

90
 [3

.5
4]

90
 [3

.5
4]

95 [3.74]

95 [3.74]

89.5 [3.52]

89.5 [3.52]

12
0 

[4
.7

2]

12
0 

[4
.7

2]

12
0 

[4
.7

2]

12
0 

[4
.7

2]

28
.5

 [1
.1

2]
28

.5
 [1

.1
2]

90
 [3

.5
4]

90
 [3

.5
4]

12
 [0

.4
7]

12
 [0

.4
7]

12
 [0

.4
7]

12
 [0

.4
7]

89.5 [3.52]

89.5 [3.52]

220 [8.66]

11 [0.43]

220 [8.66]

220 [8.66]

U2 U1

T
P

18°

18°

34°

34°

Dimensions mm [inch]► TECHNICAL DATA: INSTALLATION AND DIMENSIONS
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

HPVP06 - Single Pedal with Dual Circuit 

HPVP07 - Single Pedal

ORIENTATION OF THE PILOT CONTROL

ORIENTATION OF THE PILOT CONTROL

n.
4 

ho
le

s 
ø 

6 
[0

.2
4]

 
013 (4POS.)

n.
4 

ho
le

s 
ø 

6 
[0

.2
4]

 

190 [7.48]
29 [1.14]

23 [0.9]
15.5 [0.61]

22
 [0

.8
6]

74
 [2

.9
1]

190 [7.48]

190 [7.48]

190 [7.48]

95 [3.74]

95 [3.74]

120 [4.72]
15 [0.59]

15 [0.59]

190 [7.48]

190 [7.48]

169 [6.65]

169 [6.65]

38 [1.50]

31 [1.50]

61 [2.40]

61 [2.40]

95 [3.74]

11.5 [0.45]

22.5 [0.89]

90
 [3

.5
4]

90
 [3

.5
4]

19.17 [0.75]

90
 [3

.5
4]

90
 [3

.5
4]

95 [3.74]

95 [3.74]

89.5 [3.52]

89.5 [3.52]

12
0 

[4
.7

2]
12

0 
[4

.7
2]

12
0 

[4
.7

2]

12
0 

[4
.7

2]

28
.5

 [1
.1

2]
28

.5
 [1

.1
2]

55
 [2

.1
6]

22
.5

 [0
.8

8]

90
 [3

.5
4]

90
 [3

.5
4]

12
 [0

.4
7]

74
 [2

.9
1]

12
 [0

.4
7]

89.5 [3.52]

89.5 [3.52]

220 [8.66]

220 [8.66]

220 [8.66]

220 [8.66]

U2

U2

U2

U1
T

P1

P2

18°

90°

18°

34°

34°

Dimensions mm [inch]► TECHNICAL DATA: INSTALLATION AND DIMENSIONS
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HYDRAULIC PILOT CONTROLS

HPVP/PRSVP Series

HPVP07 - Option BP

ORIENTATION OF THE PILOT CONTROL

n.
4 

ho
le

s 
ø 

6 
[0

.2
4]

 

103 [4.05]95 [3.74]
61.6 [2.42]

31.15 [1.22]
13.5 [0.53]

27 [1.06]

25
 [0

.9
8]

100 [3.93]

15 [0.59]

190 [7.48]

169 [6.65]

38 [1.50]
61 [2.40]

70
 [2

.7
5]

90
 [3

.5
4]

100 [3.93]
89.5 [3.52]

90
 [3

.5
4]

70
 [2

.7
5]

60
 [2

.3
6]

28
.5

 [1
.1

2]

70
 [2

.7
5]

74
 [2

.9
1]

89.5 [3.52]

225 [8.85]

200 [7.87]

U T

P

18°

34°

Dimensions mm [inch]► TECHNICAL DATA: INSTALLATION AND DIMENSIONS
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